TOTAL  [SHEET|
SECTION COUNTY SHEETS |NO.

08-00119-00-FP WAYNE 23 15

PAPERTOWN ROAD

CONTRACT #: 95632

PLAN SHEET

FIELD ENTRANGE STA. 114+45 LT. EXISTING
156"x26' CMP TO BE REMOVED

(NO SALVAGE REQUIRED)

15"x30' PIPE CULVERTS, CLASS D, FIELD ENTRANCE STA. 115+33 LT. EXISTING
___TYPE 1 REQUIRED 15°x26' CMP TO BE REMOVED

(FLOWLINE TO MATCH SLOPE OF EXISTING (NO SALVAGE REQUIRED)

DITCH) 15°x30' PIPE CULVERTS, CLASS D,

TYPE 1 REQUIRED
(FLOWLINE TO MATCH SLOPE OF EXISTING
DITCH)

EXISTING RIGHT-OF-WAY

N

35.00' 35.00"

. 114400 115+00 116+00 116+26.55PT 117+00 118+00 119+00 ‘ 120+00

' ¢ ' + +

PROPOSED EDGE OF PAVEMENT ‘

I
35.00 35.00'
|.E. 426.00 1E. 426.40 '

EXISTING RIGHT-OF-WAY

114+66.0
STA.114+66 EXISTING 24"x36'
CMP TO BE REMOVED

(NO SALVAGE REQUIRED)
24" EQ. RCCP, TYPE 1

40’ LONG, REQUIRED

6C.Y. "CLSM" REQUIRED

R A

71.0 SQ. YD.

30 FT. RADIUS

20 FT. RADIUS
16.0 FT.
STA. 114+66.0

PROCESSING SOIL CEMENT QUANTITIES

35.00"

—
120+00 121+00 122+00 123+00 124+00

+ —+

125+00
e e 126+00

'122+08.63PC

PROPOSED EDGE OF PAVEMENT

FIELD ENTRANCE STA. 121+32 RT. EXISTING
A 12"x26' CMP TO BE REMOVED
[ \ {NO SALVAGE REQUIRED)
(J N 15"x30’ PIPE CULVERTS, CLASS D,
N

) TYPE 1 REQUIRED
(ny (FLOWLINE TO MATCH SLOPE OF EXISTING
ul DITCH)




